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Summary

1) Pre-installation checks

2) Normal conditions of use

3) Complete the fitting

Accessory top pole and frame C installation

Hangup fitting installation with easy assembly mechanism

Hangup fitting installation with nipple

Hangup fitting installation with side connection

Upright fitting installation with top pole accessory

Upright fitting installation series LQ

Installation of upright fitting, urban series, frame E/G/I

Installation, electrical connection and lamp mounting

4) Warnings

Warning for functioning

Maintenance

Notes:
(A) In case of LED fitting, skip this step

(B) Perform this step only on following fittings : Santa Teresa, Crotone, Cosenza (G48)

(C) Perform this step only on fittings series urban lighting with frame : C/R/K/M/O.
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1) Pre-installation checks

1) Check the compatibility of the technical specifications indicated in the labels on the fittings with

the ones on the plant. If there are incompatibilities, don’t proceed with the installation and
contact Ghisamestieri.
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SERIE T60 LOTTO --DEL 05/08
MOD. X

A DO

230~ S50Hz IP 54 MH ST/MH 250W E40

Esempio fac-simile Di Marcatura.

2) The fitting is supplied with all components installed in operating position, excluding the lamp
and the screen when required (see step “screen installation”)

3) Check the correspondence of the lighting specifications (example: type and lamp
wattage) and the adjustments of the product (example: type and optic inclination) with
the project, when present. If there are incompatibilities,
installation and contact Ghisamestieri.

don’t proceed with the

2) Normal conditions of use
WORK ENVIRONMENT OUTDOOR
MOUNTING POSITION VERTICAL
TEMPERATURE 25°C
USE NORMAL
HUMIDITY 0-100%
ALTITUDE OF THE INSTALLATION | < 2.000 m above sea level EXCEPT OTHER SPECIFICATION
IP RATE IP 66
POWER CABLE DIAMETER @Min 9 - @max 14
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3) Complete the fitting

Screen installatiori?)

Before installingthe fitting is it advisable to installthe screen made of tempered glass
or polycarbonate as supplied , if not already installed, avoiding to perform this
operation at high altitude. Insert the specific gasket who is inside the box, if not
already appliedon the edge of the glass.

Unscrew the screws that secures thaluminium ring to the main body, insert the glass
between the ring and the body and closeall again with the same screws

Screw the 6 M4 screws withwrench of 2,5 mmwith torque
of 1.5 Nm

il
1,5 Nm, 6 viti

DETTAGLIO A
SCALA1:2
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Accessory top pole and frame C installation

1) Open the fitting.
9 Find the two flat screws.
9 Pull down towards the point where the pommel
does not idle anymore.
1 Rotate about 90 degrees counterclockwise and then
complete the rotation until the full release

2) Loose the cable gland and insert the free end of the
cable, so that it comes out from the bottom of the
fitting. Then tighten the cable gland.

22mm
SNm

3) Close the fitting.

i 4) Insert the cable that comes out from the fitting in one of
the two fork legs, from above.

i 5) Place the lantern on the fork and tighten the stop dowel
‘a / on the two junctions.
N Each junction includes n° 03 stop dowel M6.
'« 3mm
2,5Nm

6) Per il collegamento elettrico e montaggio lampada fare riferimento alla parte " Installazione
collegamento elettrico e montaggio lampada"
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Hangup fitting installation with easy assembly mechanism

1) Verify that the installation is without voltage.

2) Insert the cover-nut on the bracket/tube and lock it

without damaging the paint.

3) Insert the easy assembly nipple into the upper area.

4) Push the nipple into the bushing, then turn the fitting

to stabilize the fast fixing.

5) Open the fitting.
9 Find the two flat screws.

9 Pull down towards the point where the pommel does

not idle anymore.

1 Rotate about 90 degrees counterclockwise and then

complete the rotation until the full release.

6) Orientate the fitting properly and check the

position/direction of the indications and/or arrow inside

the fitting.

7) Tighten the locknut against the bushing with a torque of

40Nm by keeping the fitting in place with your hands to

! \‘I
E prevent it from rotating during this step.
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8) For the electrical connection and lamp installation refer to the "Installation, electrical connection and

lamp installation”.

Hangup fitting installation with nipple

\

.

\

1) Verify that the installation is without voltage.

2) Insert the cover-nut on the bracket/tube and lock it
without damaging the paint.

3) Screw the fitting to the support without getting to the
end.

4) Open the fitting.
9 Find the two flat screws.
1 Pull down towards the point where the
pommel does not idle anymore.
9 Rotate about 90 degrees counterclockwise and
then complete the rotation until the full

release.

5) Orientate the fitting properly and check the
position/direction of the indications and/or arrow

inside the fitting.

6) Tighten the nut against the female screw.

Torque: 40 Nm
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7) Forthe electrical connection and lamp installation refer to the "Installation, electrical

connection and lamp installation”

Hang up fitting installation with side connection.

1) Verify that the installation is without voltage.

2) Open the fitting.
9 Find the two flat screws.

=) 9 Pull down towards the point where the pommel does
not idle anymore.

1 Rotate about 90 degrees counterclockwise and then
complete the rotation until the full release.

3) Take the end of the cable coming out of the bracket and
insert it into the fittings nipple. This step is easier with
the articulated bracket at 0 degrees.

4) Close the fitting.

5) Insert the articulated bracket of the lantern on the tube
60mm and tighten the 6 stop dowel without locking.

6) Loosen the two M8 screws and adjust the angular
position of the articulated joint. Adjust the angle of the
articulated joint as shown on the right.

The lantern must be perfectly in horizontal position.

\ centrare
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7) Tighten the 6 M8 stop dowel with hex wrench n.4
with a torque of 7 Nm
THE TORQUE MUST NOT BE LESS THAN 6 Nm AND
A NOT MORE THAN 8 Nm.

6 mm N 8) Tighten the two M8 screws with a torque of 12 Nm.

A THE TORQUE MUST NOT BE LESS THAN 10
Nm AND NOT MORE THAN 14 Nm

. — 9) Open the fitting as shown in point 4.
:l |2

10) For the electrical connection and lamp installation refer to the "Installation, electrical connection

and lamp installation”.

Upright fitting installation with top pole accessory

1) Verify that the installation is without voltage.

2) Bring the whole fitting + fork near the installation
point, insert the power cable inside the pole passing
through the upper end and lean the lower part of the
fork on the pole.
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@ ? 3) Orientate the fitting properly and check the
— position/direction of the indications and/or arrow

inside the fitting.

4 mm
4) Tighten the M8 stop dowels with a torque of 12 Nm

/ 12 Nm (No. 8 stop dowel).

Upright fitting installation series LQ

1) Verify that the installation is without voltage.

2) Unscrew in counterclockwise and complete the rotation

until the full release, then open the fitting.

3) Unscrew the 3 " nut on the nipple.

Remove the nut and the self-locking washer.

4) Orientate the fitting properly and check the
position/direction of the indications and/or arrow inside

the fitting.
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